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Recessed

D3-7302

Recessed spotlight

Recessed spotlight. 43 or 50 W. Beam angles 10° to
60°, by model. 3000, 4000 K. 97 CRI.

— Ceiling cut-out @438 mm

— LED source: Citizen

Power

43 W,50W

Colour temperature

3000 K, 4000 K

IP rating
IP20

Control

On/Off, DALI, 0-10V, Triac, Casambi
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Voltage
220-240V AC

CRI
97 CRI

Certifications
CE, RoHS, EMC, LVD

Finishes

White, Black, Grey

Luminous flux

2 x 4300-4400 lm, 2 x 5000-5100 lm

Beam angles

10°, 12°, 20°, 30°, 36°, 45°, 55°, 60°

Mounting
Recessed

175



D3-7302 Technical data
Dimensions
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Models
Code Power Voltage Flux CRI Size Cut-out Beam

D3-7302 43W  220-240VAC 2 x 4300-4400 Im 97 CRI 450 x 232 x H160 mm @438 mm  10°20°30°45°55°

D3-7302 50W 220-240V AC 2 x 5000-5100 Im 97 CRI 450 x 232 x H160 mm @438 mm  12°20°36° 45° 60°
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Photometric data

Illuminance on the beam axis (Ix) and beam diameter at each mounting distance, per model and beam angle. IES files
for every model and beam can be downloaded from the product page.

43 W

12° 20°

#0.25 m A 37,154 1x 1m 90.38 m 20,835 1x 1m
70.50 m 9,288 1x 2m 90.76 m 5,208 1x 2m

90.75 m - 4,128 1x 3m @1.14 m 2,315 1x 3

m

Beam i1m 2m 3m
12° 37,154 Ix 9,288 Ix 4,128 Ix
@250 mm @500 mm @750 mm
20° 20,835 Ix 5,208 Ix 2,315 Ix
@380 mm @760 mm @1140 mm
50 W
12° 20°

90.25 m A 37,154 1x 1 m 90.38 m 20,835 1x 1m
70.50 m 9,288 1x 2m 20.76 m 5,208 1x 2m

90.75 m - 4,128 1x 3m @1.14 m 2,315 1x 3

m

Beam Im 2m 3m

12° 37,154 Ix 9,288 Ix 4,128 Ix
@250 mm @500 mm @750 mm

20° 20,835 Ix 5,208 Ix 2,315 Ix
@380 mm @760 mm @1140 mm
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Photometry

Polar curve, on-axis illuminance with beam diameter at 1-5 m, and key figures for D3-7302, from the same data as the
IES and LDT files on the product page. Calculated from catalogue data, not measured with a goniophotometer. Other
models with the same beam share this distribution, scaled to their luminous flux.

D3-7302, 50 W, 12° beam

20173 10087
60° 60°
30° 30°
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— C0-C180 === (C90-C270 cd/klm
D3-7302, 50 W, 20° beam
7296 i 3648
60° 60°
30° 30°
0o
- C0-C180 === (C90-C270 cd/klm
D3-7302, 50 W, 36° beam
2289 i 1145
60° 60°
30° 30°
o
- C0-C180 === (C90-C270 cd/klm
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90.21 m

90.42 m

#0.63 m

90.84 m

@1.05 m

90.35 m

90.70 m

#1.06 m

#1.41 m

@1.76 m

#0.65 m

21.30 m

#1.95 m

37,152 1x

9,288 1x

4,128 1x

2,322 1x

1,486 1x

20,835 1x

5,209 1x

2,315 1x

1,302 1x

833 1x

22,891 1x

5,723 1x

2,543 1x

1,431 1x

916 1x
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Luminous flux 1,842 lm

Efficacy 37 Im/W

Peak intensity 37,152 cd, 20,173 cd/klm

Beam angle (50%) 12°
Field angle (10%) 21.9°
Cut-off angle (2.5%) 13.5°
Flux 0-30° / 30-60° / 60-90° 100/0/0%

Size 450 x 232 x 160 mm

Data Calculated from catalogue data

Luminous flux 2,856 Im
Efficacy 57 Im/W
Peak intensity 20,835 cd, 7,296 cd/klm
Beam angle (50%) 20°
Field angle (10%) 36.5°
Cut-off angle (2.5%) 23°

Flux 0-30°/ 30-60°/ 60-90° 99.8/0.2/0%

Size 450 x 232 x 160 mm

Data Calculated from catalogue data

Luminous flux 10,000 Im
Efficacy 200 lm/W
Peak intensity 22,891 cd, 2,289 cd/klm
Beam angle (50%) 36°
Field angle (10%) 65.6°
Cut-off angle (2.5%) 41.5°

Flux 0-30° / 30-60° / 60-90° 86.1/13.9/0%

Size 450 x 232 x 160 mm

Data Calculated from catalogue data

4/5



D3-7302, 50 W, 45° beam

45°
Luminous flux 10,000 Im
1485 . 743

A Efficacy 200 Im/W

20.83 m 14,846 1x 1m
‘ Peak intensity 14,846 cd, 1,485 cd/klm

60° 60° 21.66 m 3,711 1x 2m
. Beam angle (50%) 45°

22.48 m 1,650 1x 3m

30° 30° )

00 - Field angle (10%) 82°

- C0-C180 === C90-C270 cd/k1lm 03.31 m 928 1x 4m
- Cut-off angle (2.5%) 51.5°
94.14 m 594 1x 5

Flux 0-30°/ 30-60°/ 60-90° 72.2/27.2/0.6%

Size 450 x 232 x 160 mm
Data Calculated from catalogue data
D3-7302, 50 W, 60° beam
60°
Luminous flux 10,000 Im
860 430 A

21.16 m 8,603 1x 1m Efﬁcacy 200 lm/W
A Peak intensity 8,603 cd, 860 cd/klm

60° 60° 92.31 m 2,151 1x 2m
- Beam angle (50%) 60°

@3.46 m 956 1x 3m

30° 30°

0° - Field angle (10%) 109.4°

— C0-C180 === (C90-C270 cd/klm 94.62 m 538 1x 4m
_ Cut-off angle (2.5%) 69°

@5.77 m 344 1x 5m
Flux 0-30° / 30-60° / 60-90° 52.4/42.6/5%
Size 450 x 232 x 160 mm
Data Calculated from catalogue data
DiaNoche Technical data may change without notice.

service@dianoche.it
dianoche.it
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